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Module name: MCB11

Required
analog
connections:

Parameters acquired from J1708:

RPM.

. Total fuel used.
. Total time of engine work.
. Fuel level in tank.
. Vehicle speed.

. Distance.
. Acceleration pedal position.
. Engine temperature.

IGNITION
Input activated with
HIGH LEVEL

B

Power supply

+8V - 36V

\1

QUASAR ELECTRONICS ul. Cieslewskich25k, 03-017 Warszawa tel. (+48 22) 427-31-41...44

+J1708 (B)

-J1708 (A)

CAN-H

+J1708 (B)

Input port
J1708

MCB11

-J1708 (A) CAN-L

wire colors used in Volvo trucks (example)

http://www.quasarelectronics.pl

Configuration number:1 19.03.2013

Parameters converted from J1708 to J1939:
. Total fuel used.

. Total time of engine work.

. Fuel level in tank.

. Vehicle speed.

RPM.

. Distance.

. Acceleration pedal position.

. Engine temperature.
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Module name: MCB11

Required
analog
connections:

Parameters acquired from J1708:

1. Total fuel used.

2. Total time of engine work.

3. Fuel level in tank.

IGNITION
Input activated with
HIGH LEVEL

@ | Power supply
‘ +8V - 36V

\1

+J1708 (B)

-J1708 (A)
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+J1708 (B)

Configuration number: 2

19.03.2013

Parameters acquired from J1708

and send over J1939:

1. Total fuel used.

2. Total time of engine work.

3. Fuel leve in tank.

RPM.

Input port
J1708

-J1708 (A)

MCB11

X

RS-232

RX
CAN-H

J1939

CAN-L

wire colors used in Volvo trucks (example)
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Parameters acquired from J1939:

. Distance.
. Acceleration pedal position.
. Engine temperature.

. Total fuel used (MCB11).

. Total time of engine work (MCB11).
. Fuel level in tank (MCB11).

. Vehicle speed.
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Module name: MCB11

Required
analog
connections:

Parameters acquired from J1708:

1. Total fuel used.

2. Total time of engine work.

3. Fuel level in tank.

IGNITION
Input activated with
HIGH LEVEL

@ | Power supply
‘ +8V - 36V

\1

+J1708 (B)

Configuration number:3

19.03.2013

Parameters from MCB11 send over RS-232:

Parameters acquired from J1939:

. Vehicle time.

4. Vehicle speed.
5. RPM.
6. Distance.

7. Acceleration pedal position.

8. Engine temperature.

RPM.
. Distance.

. Total fuel used (MCB11).
. Total time of engine work (MCB11).
. Fuel level in tank (MCB11).

. Acceleration pedal position.
. Engine temperature.

MCB11

+J1708 (B)

-J1708 (A)
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Input port
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wire colors used in Volvo trucks (example)
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