
+J1708 (B)

-J1708 (A)

CAN-H

CAN-L

J1708

RS-232

J1939

+J1708 (B)

-J1708 (A)

RS-232

TX

RX

MCB11

J1939

CAN-H

CAN-L

J1939 (CAN-FMS)

S

TX

RX

CAN-L

CAN-HJ1
7
0
8

1. Total fuel used.
2. Total time of engine work.
3. Fuel level in tank.
4. Vehicle speed.
5. RPM.
6. Distance.
7. Acceleration pedal position.
8. Engine temperature.

Parameters converted from J1708 to J1939:
1. Total fuel used.
2. Total time of engine work.
3. Fuel level in tank.
4. Vehicle speed.
5. RPM.
6. Distance.
7. Acceleration pedal position.
8. Engine temperature.
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GPS/GPRS/GSM

Digital buses of vehicle

19.03.2013Module name: Configuration number:

Parameters acquired from J1708:
1. Total fuel used.
2. Total time of engine work.
3. Fuel level in tank.

Parameters acquired from J1708
and send over J1939:
1. Total fuel used.
2. Total time of engine work.
3. Fuel leve in tank.

Parameters acquired from J1939:
1. Total fuel used (MCB11).
2. Total time of engine work (MCB11).
3. Fuel level in tank (MCB11).
4. Vehicle speed.
5. RPM.
6. Distance.
7. Acceleration pedal position.
8. Engine temperature.

wire colors used in Volvo trucks (example)
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1. Total fuel used.
2. Total time of engine work.
3. Fuel level in tank.

Parameters acquired from J1939:
4. Vehicle speed.
5. RPM.
6. Distance.
7. Acceleration pedal position.
8. Engine temperature.

Parameters from MCB11 send over RS-232:
1. Total fuel used (MCB11).
2. Total time of engine work (MCB11).
3. Fuel level in tank (MCB11).
4. Vehicle time.
5. RPM.
6. Distance.
7. Acceleration pedal position.
8. Engine temperature.
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